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10-Strand Ultra High Strength Wire Rope

Construction:
10 x 19 Seale (up to 3/4”)
10 x 25 Filler (7/8" and up)

Ulira high strength type mainly used as high fatigue
resistant rope for engineered cable assemblies. Up to 55%
strength increase over standard 6-strand constructions.
Sensitive to introduced rotation so call before you select

this type of rope for overhead crane applications.
Rope Characteristic:

Ultra High Strength

All steel, parallel construction
Flexible 10 outer strand type
Fully compacted

Smooth rope surface

High fatigue resistant

-25.

AMER:T,
Breaking Strengths

Note: The maximum CAPACITY, WORKING LOAD LIMIT
(WLL), or LINE PULL of the rope usually is 1/5 of the below
stated values. For specific information consult the standards
applicable to your rope application.

Imperial Python® - Ultra

Rope Minimum Strength tons of 2000 Ibs Weight

dia. ULTRA ULTRA per foot
inch EIPS EEIPS Ibs
1/2 18.0 19.8 .59
9/16 22.8 25.1 74
5/8 28.5 31.4 .93
3/4 40.2 443 1.31
7/8 539 59.4 1.73
1 71.9 79.2 2.31
1-1/8 91.1 100.5 2.93
1-1/4 114.1 125.8 3.66
1-3/8 135.7 149.6 4.36
1-1/2 160.9 177.3 5.17
1-5/8 190.0 209.5 6.10
1-3/4 215.7 237.8 6.93
1-7/8 252.4 278.3 8.11

Metric Python® - Ultra

Rope Minimum Strength in kn Weight

dia. ULTRA ULTRA per mtr
mm 1960 N/mm? 2160 N/mm® kgs
12 142.8 ) 157.4 78
13 167.6 184.7 91
14 194.4 214.2 1.06
15 223.1 245.9 1.22
16 253.9 279.8 1.38
17 286.6 315.9 1.56
18 3213 354.1 1.75
19 358.0 394.6 1.95
20 396.7 437.2 2.16
22 480.0 529.0 2.57
24 571.3 629.5 3.06
26 670.4 738.8 3.60
28 777.5 856.9 417
3 892.6 983.7 4.79
32 1015.6 1119.2 5.45
34 1146.5 1263.5 6.15
36 1285.3 . 14165 6.89
38 1432.1 1578.2 7.68
40 1586.8 _ 1748.7 _ 8.5+
42 1749.5 1928.0 9.38
44 1920.0 2116.0 10.30
46 2098.6 2312.7 11.26

48 2285.0 2518.2 12.26



