Wire Rope PYTH $ N
2 AMER:ET

Non-Rotating Steel Wire Rope,
Python® Compac® 35

Euro Style - Lang’s Lay

Class & Construction:

35 x 7 die-drawn strands (up to 42 mm / 1-5/8")
35 x 19 die-drawn strands (over 44 mm / 1-3/4" and up)

Break'ng Strengths Recommended to be used on tower-, european type
. . mobile-, and offshore cranes. Available in left- and right
Nmel_ The ?XLT;EO(:A;ACM WORK.ING Lotﬁg ;‘;MR hand lang’s lay construction. Recommended if you require
(WLL), or LINE the rope usually is 1/5 of oW a rope for single line hoisting applications.
stated values. For specific information consuit the
standards applicable to your rope application. Due to reduced diameter tolerance to between +2% to

+4% it conforms to the tight LEBUS drum specification.

Python® Compac® 35 / ALLOWED to be used with a swivel.

Minimum Breaking Strength

® ®
Compace 35 Weight Python® Compac® 35
Rope Rope Compac® 35 PLUS per Rope Rope Minimum Breaking Strength  Weight
dia. dia. tons of tons of Mmeter dia. dia. tons of per meter
mm inch kN 20001bs kN 2000 Ibs kg mm inch kN 2000 Ibs kg
8 5116 57 6.4 .29 36 1221 137.2 6.31
9 73 8.2 .36 37 1276 143.4 6.59
10 98 11.0 44 38 1-1/2 1371 154.1 7.08
1 716 118 13.2 .54 40 1470 165.3 7.59
12 140 15.7 .65 41 1-5/8 1483 166.7 8.05
13 1/2 162 18.2 76 42 1553 174.5 8.43
14 9/16 196 22.0 .96 ) 44 1-3/4 1839 206.7 9.50
15 226 25.4 1.12 : 46 1969 221.3 10.20
16 5/8 253 28.5 272 305 1.25 48 1-7/8 2156 242.3 11.10
17 287 32.2 1.41 50 2 2356 264.8 12.20
18 317 35.6 1.56 52 2554 287 .1 13.20
19 3/4 358 40.2 382 429 1.76 54 2-1/4 2771 311.5 14.30
20 402 451 1.98 56 2923 328.5 15.10
21 444 499 2.19 58 3150 354.1 16.30
22 7/8 482 5441 503 57.2 2.37 60 2-3/8 3390 381.0 17.50
23 527 59.2 550 61.8 2.62 62 3632 295.8 18.80
24 _ 565 B3.5 599 67.3 2.81 64 2-1/2 3850 432.7 19.90
25 615 69.1 656 737 3.06 66 4078 458.3 21.10
1 622 70.0 684 76.9 3.20 68 4349 488.8 22.50
) 70 2-3/4 4630 520.4 23.90
26 656 74.2 696 78.2 3.36 - D
28 758 85.2 798 89.7 3.90 _ 72 4870 547 .4 25.20
1-1/8 773 86.6 814 915 4.06 74 5155 - 579.4 26.60
30 892 100.2 892 100.2 4.44 76 3 5410 608.1 27.90
e ' 78 5719 642.8 ~ 2950
32 1-1/4 1006 113.0 #1085 121.9 5.00 80 3-1/8 5994 673.7 31.00
34 1086 122.0 1170 1315 5.61

35 _ s 114?’ 1290 592 Python® Compac” 35 is available up to a diameter of

4-3/8” (112 mm)
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