Wire Rope PYTH %
~

" | Breaking Strengths

Note: The maximum CAPACITY, WORKING LOAD LIMIT
(WLL), or LINE PULL of the rope usually is 1/5 of the below
stated values. For specific information consult the standards

6-strand swage compacted applicable to your rope application.

Construction:

6 WS-V (6 x 36 Warrington-Seale)

Imperial Python® Construct-6

6-strand rope with flat outer wire surface resisting Rope Nominal Strength Weight
drum crushing and aiding in better multiple layer dia. in tons of 2000 Ibs per foot
spooling. Compacting removes most of inch EIPS Ibs
constructional stretch.
5/16 7.5 .25
3/8 10.5 .36
7116 13.1 44
12 17.6 .59
9116 20.1 .68
| 5/8 25.8 .87
| 3/4 36.5 1.18
7/8 48.6 1.55
1 62.6 2.03
1-1/8 79.6 2.37
1-1/4 94.8 3.15

Rope Minimum Strength Weight

oom Hoist Rope Applications dia. 1960 N/mm? per mir

. mm kN tons of 2000 Ibs kgs

8 67.1 7.5 .37

9 g2.2 9.2 .46

10 98.3 11.0 .55

11 116.2 13.1 .65

12 135.6 15.2 .76

13 156.3 17.6 .87

14 178.5 20.1 1.01

15 202.5 22.8 1.13

16 229.9 25.8 1.29

18 283.1 31.8 1.59

19 325.0 36.5 1.75
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22 432.0 48.6 2.30

24 481.2 54.1 2.70

26 561.0 | 63.1 3.16

28 708.0 79.6 3.52
b 30 737.4 82.9 416
32 843.4 94.8 4.68

34 952.6 107.1 5.34

e g s 4 36 1061.8 119.3 6.03
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