Wire

Non-Rotating Crane Wire Rope with a
plastic coated core

Construction: 38 x 7
Class 34 x 7

Medium strength, high fatigue resistant non-rotating type.
Compacting increases strength and sheave contact area. The
plastic coated core increases fatigue life and prevents
premature inner wire breaks as well as providing for permanent
core lubrication. ALLOWED to be used with a swivel.

Increased contact points between rope and
sheave results in less internal rope pressure and
less rope and sheave wear.

Python® 19x7
Hoist .  19x19

Rope g%

LR
- - —

Breaking Strengths

Note: The maximum CAPACITY, WORKING LOAD LIMIT
(WLL), or LINE PULL of the rope usually is 1/5 of the below
stated values. For specific information consult the standards
applicabie to your rope application.

Imperial Python® - Hoist
Minimum Breaking Strength

Rope tons of 2000 Ibs Ibs
dia. Hoist Hoist per
inch EIPS EEIPS ft
716 1.9 13.2 37
1/2 15.9 17.6 .49
9/16 20.2 21.3 .63
5/8 25.3 27.8 .78
3/4 35.7 39.3 1.10
7/8 47.8 52.7 1.48
1 63.7 70.2 1.97
1-1/8 80.8 89.0 2.50
1-1/4 101.2 111.5 3.13
1-3/8 120.3 132.6 3.73
1-1/2 142.6 1571 4.42

Metrlc Pytho_

Minimum Breaking Strength

Rope < ) kg
dia. Hoist Hoist per
mm 1960 N/mm? 2160 N/mm? meter
10 87.9 96.8 45
11 106.3 117.1 55
12 126.5 139.4 .65
13 148.4 163.5 77
14 172.2 189.7 .89
15 197.6 217.8 1.02
16 224.8 247.8 1.16
18 284.6 313.6 1.47
19 317.1 349.4 1. 64
20 351.3 387.2 1.82
22 425.2 468.5 2.20
24 506.0 557.6 2.62
26 5937 654.4 3.07
28 688.6 758.9 3586

30 790.6 871.1 4.09
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