Wire Rope

Breaking Strengths

Note: The maximum CAPACITY, WORKING LOAD LIMIT
(WLL), or LINE PULL of the rope usually is 1/5 of the below
stated values. For specific information consult the standards
applicable to your rope application.

Imperial Python® MULTI

Rope Minimum Strength tons of 2000 Ibs Weight

dia. MULTI MuLTI* per foot
inch EIPS EEIPS Ibs
10-Strand Hoisting Wire Rope 1/2 13.7 15.1 .48
Construction: 9/16 17.4 19.2 .61
10 x 19 Seale (up to 3/4”) 5/8 21.8 24.0 77
10 x 25 Filler (7/8”" and up)
3/4 30.7 33.8 1.08
Developed for maximum performance on overhead cranes. This 7/8 411 45.4 1.45
rope features a plastic coated core for extended fatigue life 1 54.8 60.5 1.93
performance and permanent core lubrication. Python® MULTI is
spin resistant to reduce block twisting on overhead cranes. Also ::'::::2 69.4 76.5 233
recommended for looping- or accumulator tower applications. 1:3!,8 13;2 1?23 3:65
1-1/2 122.7 135.3 4.32
1-3/4 164.6 181.4 5.79
- ; . 10 strand Mutt
Fatigue Life Comparison s Python® MULTI ropes in EEIPS or 2160 N/mm¢ are
Example: NOT available from stock
Rope dia. .......ccceeeenen.... 5/87
Sheave dia ...............cco.... 15-3/47
Sheave opening .............. 60 degree

Rope tension at DF 5:1 for a
6-strand rope

21-

1464.5

1614.0

Bx25 Filler” : % R, . 3 |
~ Rope Minimum Strength in kn Weight
_6x25 Filer dia. MULTI MULTI* per mtr

mm 1960 N/mny? 2160 N/mm? kgs*

13 127.9 140.9 75

14 148.3 163.4 .87

15 170.2 187.6 -1.00

16 193.7 213.4 1.14

18 2451 2701 1.44

20 302.6 333.5 1.78

22 366.2 403.5 2.15

24 435.8 480.2 2.56

26 5114 563.9 3.01

28 593.1 653.7 3.49

30 680.9 750.4 4.01

32 774.7 853.8 4.56

34 874.6 963.8 5.14

- 36 980.5 1080.5 577

38 1092.5 1204.0 6.43

40 1210.5 1334.0 712

42 1334.5 1470.5 7.85

8.62



